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Reference Table (for review only)

Baseline: 12/20/96

L4 id req_key rel req_type req_status ver_method ver_status CCR clarification text RBR_id

F-FUI-
02300

  1753 B functional demo The start
time and
stop time are
used for
specifying
the time
range for
requesting
the telemetry
data.  Once
the start and
stop times
for the
replay have
been set, a
user can
specify the
begin time
(other than
the start
time) for the
replay
sequence
within the
time range.

The FOS
shall provide
the user the
capability to
select a time
range for the
telemetry
data to play,
including:
a. start time
b. stop time
c. begin time

EOC-
5200#B

F-FUI-
02310

  1755 B functional test The FOS
shall provide
the means of
stepping
forward
through the
telemetry
data by
specifying
the amount
of time in
seconds.

FOS-
0040#B

F-FUI-
02315

  1756 B functional demo The FOS
shall allow
the user to
pause the
replay of the
telemetry
data

FOS-
0040#B
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sequence.
F-FUI-
02320

  1757 B functional demo The FOS
shall allow
the user to
resume the
paused
replay of the
telemetry
data
sequence.

FOS-
0040#B

RBR_id req_key req_category segment req_type s_verif_met
hod

s_verif_stat a_verif_met
hod

a_verif_stat CCR text interpretatio
n text

clarification L4 id

EOC-
5030#B

  8159 mission
critical

FOS functional test un-verified test un-verified 96-1213A
The EOC
shall provide
the
capability to
receive and
process,
non-
telemetry
data, which
includes at a
minimum
the
following:
a. Messages
from the
NCC
b. (Deleted)
c. Telemetry
processing
status
messages
from EDOS

F-RMS-
04080

F-RMS-
04085
F-RMS-
04090
F-RMS-
04120
F-TLM-
02210
F-TLM-
02215
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RBR_id req_key req_category segment req_type s_verif_met
hod

s_verif_stat a_verif_met
hod

a_verif_stat CCR text interpretatio
n text

clarification L4 id

F-TLM-
02220
F-TLM-
02250
F-RMS-
04100
F-RMS-
04110

EOC-
6010#B

  3760 mission
critical

FOS functional test un-verified test
The EOC
shall provide
the
capability to
perform
analysis on
real-time
telemetry
data,
spacecraft
recorder
housekeepin
g data, and
data from
the EOC
history log.

F-ANA-
01010

F-ANA-
01030
F-ANA-
03020
F-ANA-
03030
F-ANA-
03040
F-ANA-
03070
F-ANA-
03080
F-ANA-
04010
F-ANA-
04030
F-ANA-
04060
F-ANA-
04090
F-ANA-
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RBR_id req_key req_category segment req_type s_verif_met
hod

s_verif_stat a_verif_met
hod

a_verif_stat CCR text interpretatio
n text

clarification L4 id

04100
F-ANA-
04120
F-ANA-
04130
F-ANA-
04410
F-ANA-
04430
F-ANA-
08010
F-ANA-
08020
F-ANA-
08030
F-ANA-
08040
F-ANA-
08050
F-ANA-
08060
F-FUI-
09100
F-FUI-
09200
F-ANA-
03010
F-ANA-
03015
F-ANA-
03050
F-ANA-
04110
F-ANA-
04350
F-ANA-
04360
F-ANA-
04370
F-ANA-
04380
F-ANA-
04400
F-ANA-
03200
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RBR_id req_key req_category segment req_type s_verif_met
hod

s_verif_stat a_verif_met
hod

a_verif_stat CCR text interpretatio
n text

clarification L4 id

F-ANA-
03210
F-ANA-
04415
F-ANA-
04020
F-ANA-
04375
F-ANA-
04420
F-ANA-
01040
F-ANA-
01050
F-ANA-
01060
F-ANA-
04025
F-FUI-
09410
F-FUI-
09415
F-RMS-
00080
F-ANA-
03060
F-ANA-
04040

ICC-
4095#B

  4556 mission
critical

FOS functional test un-verified test
The ICC
shall provide
the
capability to
receive and
process,
non-
telemetry
data,
which
includes at a
minimum
the
following:
a. Monitor
blocks from
the DSN,

F-TLM-
02210
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RBR_id req_key req_category segment req_type s_verif_met
hod

s_verif_stat a_verif_met
hod

a_verif_stat CCR text interpretatio
n text

clarification L4 id

GN, and
WOTS
b. Status
messages
from EDOS

F-TLM-
02215
F-TLM-
02220
F-TLM-
02250

ICC-
4410#B

  4616 mission
critical

FOS functional test un-verified test
The ICC
shall provide
the
capability to
perform
analysis on
real-time
data,
spacecraft
recorder
data, and
data from
the ICC
history log.

B: Enhanced
functionality
provided.

F-FUI-
09100

F-FUI-
09200
F-FUI-
09410
F-FUI-
09415


